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CONSTRUCTION DETAILS GENERAL NOTES

A. REMOVE EXISTING VEHICULAR SIGNAL -HEAD AND INSTALL NEW LED VEHICULAR SIGNAL HEAD. THE CONTRACTOR SHALL VERIFY ALL UTILITIES PRIOR TO THE INSTALLATION OF PROPOSED SIGNAL EQUIPMENT.
B. INSTALL LED SIGNAL HEAD MODULES. | - -

IF ANY UTILITY CONFLICTS ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

ALL UNDERGROUND AND OVERHEAD UTILITIES ON THESE PLANS ARE APPROXIMATE AND MAY NOT BE COMPLETE.
" THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL
“UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES

AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PRGJECT ENGINEER IMMEDIATELY SO0 THAT
THE CONFLICT MAY BE RESOLVED. _

C. INSTALL A NEW VIDEC DETECTION CAMERA ON EXISTING MAST ARM.
D. INSTALL OVERHEAD SIGN.

E. INSTALL GROUND MOUNTED SIGNS ON TWO 4 IN. X 6 IN. WOOD POSTS.
F. ABANDON EXISTING LOOP DETECTOR.
G. USE EXISTING POLE MOUNTED CABINET.

THE SHA SIGNAL SHOP WILL BE RESPONSIBLE FOR ALL INTERNAL CABINET WIRING. THE CONTRACTOR SHALL BE RESPONSIBLE
~ FOR ROUTING AND PROPERLY LABELING ALL SIGNAL CABLES.

. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER.
. SEE GENERAL INFORMATION SHEET FOR VIDEO DETECTION CAMERA LAYQOUT.

. THE. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL ABANDONED STATE OF ‘MARYLAND
‘ELECTRICAL CABLES. ' . . DEPARTMENT OF TRANSPORTATION
. , STATE HIGHWAY ADMINISTRATION
OFFICE OF TRAFFIC & SAFETY
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